TECHNOLOGY II
TUTORIAL 4

OPENING DETAILS - BALL EASTAWAY HOUSE - GLENN MURCUT
DRAWINGS BY JAMIL RANDERA AND LEON BEKKER
GROUP: JAMIL RANDERA, CHRISTINA PHILOTOEU, LEON BEKKER, WESSEL BOTES, JAMIE HENDRICS AND TASNEEM MOHAMMED

DOOR PROFILE
SCALE 1: 5

- 76mm RADIGUOL INSULATION, INSTALLED ACCORDING TO MANUFACTURERS SPECIFICATIONS.
- 63.5mm x 19mm OAK ULTRSTEEL STUDS, FIXED TO TRACK AT 600MM CENTRES, INSTALLED ACCORDING TO MANUFACTURERS SPECIFICATIONS.
- 1 x 12mm FINISHBOARD, FIXED TO TIMBER STUD 30 x 30mm ANGLES AND SCREWS.
- 75mm RADIGUOL INSULATION, INSTALLED ACCORDING TO MANUFACTURERS SPECIFICATIONS.
- RAIN X 25MM GROOVE TO BE ROUTED INTO WOODEN BEAM TO RECEIVE WINDOW PROFILE. RUBBER WATERPROOFING SEAL TO BE INSTALLED INTO THIS ACCORDING TO FRAME MANUFACTURERS SPECIFICATIONS.
- RUBBER DOOR SEAL, DETACHED AND INSTALLED ACCORDING TO MANUFACTURERS SPECIFICATIONS.